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Adaptor bolts x2
(3/4-16UNF ~
M20x1.5P)
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Only for reference, it might be
different from real parts.
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Main unit of . 1/8NPT inner hex
Adapter O-ring socket plug

. Please attach the user’ s manual to the product when transferring to others.

» FEATURES

Installed between engine block and oil filter, widely compatible with Toyota, Honda,
Nissan, Mitsubishi, Mazda, Suzuki, Subaru, VW, Ford... and many engine types.

* Made of 6061 aluminum alloy, CNC precision machining.

* Anodized surface for corrosion and oxidation resistance.

* Includes 3/4"-16UNF and M20 X 1.5P adaptor bolts.

* Two 1/8NPT sensor ports on the body.

» Suitable for oil temp and oil pressure sensors.

* High-quality NBR-70 O-ring, oil and heat resistant.

* Accurate specs, no modification needed, supports DIY installation.

» INSTALLATION INSTRUCTION

Center bolt torque specification:
Nut size: 26mm
Recommended torque: 22 -25N- m Engine

* When installing plug bolts, always use seal
tape or thread sealant to prevent oil leaks.

* Ensure proper tightening torque; over- or
under-tightening may cause oil leaks.
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» SPECIFICATION

Outer Diameter
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3/4-16UNF M20x1.5P

When the product needs to be repaired, please collect the product body and

accessories and return them to the original place of purchase.
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